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In compliance with par lo AR Lo275 as amended by SectionIII War Departnient Circular No lJT ddted June 13 l9Ll and letter TheSurgeon General file 721.5 subject as above and War Departhien-t CircularLetter No 76 file SPMCA dated July 27 l9L12 the following report on
sanitary conditions of the command for the month of July l9L4 is submittedt

E1VIRONNTAI SA.NIT.T ION

Housing and tentage Satisfactory
Grading and drainage Satisfactory
Water supply
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The high water consumption per capita per day is dueto the operation of three swimming pools of the fill
and draw types Also at this Post is an excessive
number of leaking spigots showers and few leaking
dishwashing machines and tioilets

The water is obtained from wells located onthept4
and from series of springs in Huachuca and Garden
Canyons The springs are subject to Surfaceruoff

is treated as such residual ohlorinÆ.averagimg...35 parts per million was maintained throughout the
month and the water is potable bacterially and chena-
call7 also free from taste color and odor

Waste Disposal

Sewage.disposa.2
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Sewage disposal Cotatd

Plant No
Total sewage treae 227OOO gals
Max5iaum sewage treated per day 1000000 gals
Mininmrni sevage treated per day 591000 gals
Average sewage treated per day 73L500 gals
Suspended solids average removal 77.3%
Gallons of raw sewage by-passed 1000000

Plant No
Total sewage treated 21906800 gals
Maximum sewage treated per day ll3L1.000 gals
inijnum sewage treated per day 74600 gals
Average sevrge treated per day 995700 gals
Suspended solids removal 60.5%
Gallons of raw sewage by-passed 3850000 gals

L85O0oo gallons of raw sewage was bypassed due
to breakdovn of an electric power motor Such
delayed shutdawms will in the future be kept at
minimum

Garbage disposal Sanitary fill method of garbage dis
posal is used satisfactorily

Mess Sanitation Satisfactory

Milk Supply Satisfactory

Insect and Rodent Control

The progrm for roaôh extermination is being con
tinued with satisfactory results
Bedbugs One barracks building was fumigated with
cyanide discoids and four buildings are at present
being sprayed Periodically with qM insecticide spray
Flies are numerous in practically all areas on the
Post The breeding places have been located and re
cormendations for destroyal and removal of these
breeding areas have been made Traps tapes and
insecticide spray are used regularly

Other phases of environmental sanitation

Eating establishments in Fry Arizona The State
llealth Officer has made survey of eating establish
ments in Fry and has posted rating cards in each
restaurant indicating the sanitary condition of each
estab1jsuent Restaurants rated and are satis
factory and those rated are considered unsatisfactory
The above information was brought to the attention of
the members of this command through the Post Daily
Bulletin



Swimming Pool Sanitation Satisfactorr

PERSONpj HYGIENE

Physical inspections Included in 1DCOs report attachedVenereal Disease Report of VDCO attached
General physical Condition of command satisfactoryLb Iimnunjzations

Small Pox Typhoid Tetanus
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UNDUE PPEVALENCE OF ACUTE COLtfl.jICA DISEASE

Iofle

AND flRQvND MEASUPES OR DEVICES

newly constructed
swiinnthig pool which is being used forrainjn and recreational purposes was placed into operation 23 July l9Lk The pool is 75 feet under 150 feetlong depth from to feet and capacity of milliongallons of water The pool is

recirculating type thetreatment will consist of coagulati sedimentationfiltration and chlorination Alum and soda ash will beused for coagulation and control of pH At present dueto delay of materials for the filters the pool isoperating as fill and draw type soda ash and chlorineare beinr introduced throurh recirculation and chlorineresidual of .L to .7 aris per million is maintained

VTEpjpy SANITATION2 Report of Post Veterinary Of-ficer isattached

FOOD AND JTRITION Renort of Post Nutrition Officer is attached

RECOkIIENDATIONS

None

ORGE HkMMJN JR
Captain Sanitary Corps
POST UEDICAL INSPECTOR
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